ELECTRICAL SPECIFICATIONS

MECHANICAL SPECIFICATIONS

BRASS, ALBALOY PLATE
BRASS, ALBALOY PLATE

BRASS, SILVER PLATE

BERYLLIUM COPPER, SILVER PLATE
ALUMINUM, YELLOW IRIDITE

PTFE, VIRGIN ELECTRICAL GRADE
220 GRAMS

-55°C TO +85°C

FREQUEMCY: 0.400 - 0.800 GHz 0.800 - 2.500 GHz COMMECTORS:
IMPEDANCE (NOMIMAL): 50 OHMS 50 OHMS 7/16 - DIN MALE:
INSERTION LOSS: 0.12 dB MAX, 0,10 dB AKX, e - DIM FEMALE:
VSWR (MAX): 1.30 TYP/M 40 MAX 1.10 TYP/M .15 MAX CONTACT PINS:
POWER (AVGE 200 WATTS 500 WATTS THE - DIM MALE:
(PEAK) 2.5 kKW 2.5 kW 7116 - DIN FEMALE:
BREAKDOWN VOLTAGE: 2.5 kv MAX, DC 2.5 KV MaX. DG HOUSING:
INSULATORS:
WEIGHT:
OPERATING TEMP:
4,15 MAX.
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7116 - DIN MALE —/

716 - DIN FEMALE

This document gives only a description of the product(s) and shall not form part of any contract.
Please contact a MECA Applications Engineer for the most current specification drawing.

UNLESS OTHERWISE
SPECIFIED, DIMENSIONS ARE ELEBTRDNIG& INC.
IN INCHES DENVILLE, NEW JERSEY
TOLERANCES €-meca.com
2 PLACES: £ .08
3 PLACES: N/A TITLE
ANGLES: N/A DC BLOCK, 500 WATTS,
TIR: MIA TYPE 7116 - DIN
SCALE: NTS REV CODE IDENT. NO. DRAWING NO.
SHEET: NiA C 22424 590-11

Thesea spacifications ane propretary o MECGA Electronics Inc. and are issued n strict confidence and shall nol 1o be coped, reproduced, or used for manufachming or sale withowl parmission from MEGA Elecironics inc.




