ELECTRICAL SPECIFICATIONS

MECHANICAL SPECIFICATIONS

FREQUEMNCY RANGE [GHz): 1.000-2.000 CONMNECTORS: SMA-FEMALE, STAIMLESS STEEL, PASSIVATE
IMPEDAMNCE (NOMIMNAL):; 50 Ohms CONTACT PINS: BERYLLIUM COPPER, GOLD PLATE
VEWR: 1.25 TYPM.35 MAX CDOPERATING TEMPERATURE: 0°C TO +55°C
INSERTION LOSS (dB): 040 TYP).50 MAX WEIGHT (APPROX): 16.0 oz
ISOLATION (dB): 17 MIMN20 TYP
POWER: AVG: 50 W
2,80
=100 —= 30 | 2.20 | — .]'.::',Ep
1
)] ® stu h Ik SMA-FEMALE,
REF . - 3 PLACES
.9 ........ ; - ? ?..\
(I H | ) ™ 440 UNC-2B X 21 DP,
S o 3 HOLES, BOTH SIDES
CIRCULATOR
210 G5-1.500-M01 SCHEMATIC:
2 .80 : .
Made in USA
1 2
3
O
|I:_||' \_I, 1Ll L 3
i — 1|
1.10
. . - MATERIAL: UNLESS OTHERWISE
This document gives ﬂnll_']' a d&s-{'-nptlﬂl'l of the Drﬂdl.ll.':t{ﬂ} SPECIFIED, DIMENSIONS ARE ELECTRON ICSl INC+
and shall not form part of any contract. SEE ABDVE IN INCHES DENVILLE, NEW JERSEY
Please contact a MECA Applications Engineer for the [Fash TOLERANCES e-MECA.com
most current specification drawing. SEE ABOVE gPMEEE; ::g?u TITLE
ANGLES: M/A CIRCULATOR, 1.000-2.000 GHz,
DRAWN: DATE: TIR: MiA SMA-FEMALE
2Fenoven | oaTE SCALE: NTS SIZE |CODE IDENT. NO. DRAWING NO.
LTRIPG DESCRIPTION DATE|DR APPi SHEET: 1 OF 1 A 22424 CS-1.500-M01

These spacifications ane propretary o MECGA Electronics Inc. and are issued n stnct confidence and shall nol 1o be coped, reproduced, or used for manufachming or sale withowl parmission from MEGA Electronics inc.




