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FLEXIBLE CABLE GT3506

a

2B Construction and Parameter

4 Kl Material H.4% Diameter (mm)
1 34K Center Conductor 44 Solid Silver Plated Copper Wire 0.51
2 421K Dielectric LD-PTFE 1.38
3 WJZBF#L Inner Conductor  PE4R 4 Silver plated copper 1.58
4 AMNZEBFEif Outer Conductor  BE4R4R Silver plated copper 1.90
5 & Jacket FEP(Grey) 2.20
ES PERE Electrical Properties
TAESIR Operating frequency(GHz) 67
FH$t Impedance(ohms) 50
FERIE % Velocity of propagation(%) 82
#»JF i & Dielectric withstanding Voltage (V@DC) 800
BEHECR Shielding efficiency (dB) >90

ML M BE A EA 35 44 BE Mechanical and Environmental Properties

B - 12 Static bending radius(mm)) 11
3172 1 *F-4% Dynamic bending radius(mm) 22
& Weight (g/m) 16
T AEURFE Y5 Operating temperature range (‘C) -55°C~+125°C

F-~ WE (25°C B FHENMRSKM) Typical Attenuation(@25°C at Sea Level ) dB/m and Power Handling W

pix (grl‘;‘;‘)*ency ZEJ) Attenuation (dB/100m) 1% Power Handling(kw)
0.3 34.6 0.102
1.0 63.7 0.055
3.0 111.9 0.032
6.0 160.4 0.022
10.0 209.87 0.017
12.0 231.1 0.015
16.0 269.5 0.013
18.0 287.1 0.012
26.5 354.0 0.010
40.0 444.0 0.008
67.0 593.2 0.006
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