CABLE DATA SHEET

Gwave

SEMI-RIGID CABLE

GUT-085

ZE S 3 Construction and Parameter

1kl Material H.4% Diameter (mm)
W34 Center Conductor BEALE BN Silver plated copperweld 0.51£0.0127
#1214 Dielectric S PTFE Solid PTFE 1.688+0.0.0254
A G4 Outer Conductor #5954 Tin Plated Coppe 2.240.05
B {488 Electrical Properties
Hi%¥ Capacitance(pF/m) 95.1
FH#$T Impedance(ohm) 50
fEHIH 2 Velocity of propagation(%) 70
TAEMIZ Operating frequency(GHz) 61
‘K% & Corona Extinction Voltage 1500V RMS @60Hz

A2 LK Voltage Withstanding

5000V RMS @60Hz

WU I BEFNFF 3% 14 B8 Mechanical and Environmental Properties

/NS 42 (—7&) Min. bending radius(mm) (single)

7.63

/NS R (R Min. bending radius(mm) (dynamic)

50

TAEHRE i Operating temperature range ('C)

-40C~+125C

FH. IE (20°C B FEMRZLMH) Typical Attenuation(@20°C at Sea Level ) dB/m and Power Handling W
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S (I;r;c;l)lency TR Attenuation (dB/m) T2 Power Handling(W)
0.5 0.446 190.3
1.0 0.640 133.2
5.0 1.506 57.2
10.0 2.215 39.3
20.0 3.290 26.7
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